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ABSTRACT 

 

Software frameworks are a reuse technology that makes architectural 
(as opposed to code) reuse possible. They have been successfully 
applied in the desktop and commercial arena. The sudden expansion 
in on-board memory and CPU resources subsequent to the space 
qualification of the ERC32 processor means that they can now be 
applied to space systems. This document describes the results of a 
project that investigated the application of framework technology to 
satellite on-board software. In the first part of the project, a prototype 
component-based framework for the Attitude and Orbit Control 
Subsystem (AOCS) was developed. The framework was initially 
developed in C++ and tested on an ERC32 simulator. In the second 
part of the study, the AOCS Framework was ported to a real-time 
version of Java.  
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2 ACRONYMS 

AOCS  Attitude and Orbit Control Subsystem 
FDIR  Failure Detection, Isolation and Recovery 
JVM  Java Virtual Machine 
OBDH  On-Board Data Handling system (aka as OBDS) 
RT  Real-Time 
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3 INTRODUCTION 

This document summarizes the results of the project “Design and Prototyping of a Software 
Framework for the AOCS”. This project started in the department of Computer Science of the 
University of Konstanz in August 1999 under Estec contract 13776/99/NL/MV. It was 
terminated in the Automatic Control Laboratory of the Polytechnic of Zurich (ETH-Zurich) 
after the design leader of the AOCS Framework left the university of Konstanz and joined 
ETH-Zurich. 

The work for the project was divided into two parts. In the first part, the AOCS Framework 
was designed and developed in C++. In the second part, the AOCS Framework was ported to 
a real-time version of Java. The first part is described in section 4. The second part is described 
in section 5. 

Project web sites were set up to describe the project results and to make all the project 
documentation and code publicly available. The project web site for the first part is currently 
located at the following internet address: 

http://www.aut.ee.ethz.ch/~pasetti/AocsFramework/ 

The project web site covering the second part of the project can instead be found at the 
following internet address: 

http://www.aut.ee.ethz.ch/~pasetti/RealTimeJavaFramework/ 
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4 DESIGN AND DEVELOPMENT OF THE AOCS FRAMEWORK 

This section describes the first part of the work done in the AOCS Framework project. Its aim 
was to design and develop an object-oriented and component-based framework for the AOCS 
satellite subsystem. 

Section 4.1 outlines the technology that was used to design the AOCS Framework. The AOCS 
Framework is built on truly object-oriented principles. This is contrast to current design 
practice in the space industry where the object-based paradigm is dominant. This point is 
discussed in section 4.2. Inspiration for the design of the AOCS Framework was drawn from 
the example of RTOS’s – arguably the most successful example of software reuse. This 
analogy is explored in section 4.3. The AOCS Framework is described from an architectural 
point of view in section 4.4 and from an implementation point of view in section 4.5. Finally, 
section 4.6 considers the methodological issues that were encountered during the 
development of the AOCS Framework. 

A more complete description of the AOCS Framework can be found in [Pas02]. 

4.1 Component-Based Software Frameworks 

Software frameworks [Fay99] promote the reuse of entire architectures within a narrowly 
defined application domain. They propose an architecture that is optimized for all 
applications within this domain and make its reuse across applications in the domain 
possible. Experienced software engineers who develop several related applications reuse 
architectures as a matter of course. Software frameworks are intended to formalize and make 
explicit this form of architectural reuse. They allow the investment that is made into designing 
the architecture of an application to be made available across projects and across design 
teams. Frameworks can also be seen as generative devices. They serve as a basis from which 
applications can be rapidly instantiated. Indeed, in the commercial field, they are sometimes 
integrated in autocoding tools. Instantiation takes place at run time when the framework is 
configured to match the requirements of a particular application.  

Figure 1 shows the structure of an application generated from a framework. The shaded block 
represents the architectural backbone of the application. This is invariant in the application’s 
domain and is provided by the framework. The unshaded blocks provide the application-
dependent behaviour. They customize the framework by being plugged into it during the 
instantiation process. In practice, a framework offers three types of constructs to application 
developers: 

abstract interfaces or sets of related operations without implementation − 
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design patterns or optimized solutions to recurring design problems − 
− concrete components or binary entities implementing one or more interfaces that can be 

configured for use in a specific application at run-time 

 

Architectural Code (reusable)

Framework Customization Code

(eg. PID controller)

(eg. gyro consistency chek)

 

Fig. 1: Structure of a Component-Based Framework 
 

The design patterns [Gam95, Pre95] have a special salience in framework design because 
frameworks are intended to make architecture reusable and design patterns encapsulate 
atomic architectural solutions. They are therefore the vehicles through which architecture is 
made reusable. They additionally enforce architectural uniformity by ensuring that similar 
problems in different parts of the same application receive similar solutions. This endows the 
application architecture with a single “look & feel” that makes using and expanding it 
considerably easier. Standard catalogues of patterns are well-known. However, they offer 
design solutions that are generic and which are seldom “ready to use” (they normally leave 
several implementation and design options open to the user). Frameworks should instead 
offer design patterns that, though possibly inspired by standard patterns, have been refined 
and specialized for use in a specific domain. Good design patterns are both valuable and hard 
to find. The experience from this project is that, just as software engineers have been in the 
habit of maintaining libraries of subroutines and components, they should learn to do the 
same for design patterns. Frameworks are one way in which such repositories of design 
patterns can be built and made available to several users. The combination of components and 
design patterns means that a framework allows reuse not just of individual modules 
(subroutines, classes, etc) but of an entire system made up of the components together with 
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their mutual relationships. The advantages of the framework approach stem from the fact it is 
precisely the definition of the system architecture that is often the toughest part of the 
software design process and it is the one that was neglected by previous reuse techniques. 

4.2 Object-Oriented vs Object-Based Design 

Despite frequent claims to the contrary, all space software developed to date is “object-based” 
rather than “object-oriented”. By this it is meant that the software system is built as a 
collection of hierarchical objects that encapsulate data while exposing operations to handle 
them. The design process typically starts with an analysis of the problem domain to identify 
concrete classes and concrete objects. The resulting design is hierarchical in the sense that 
objects and classes are nested within each other. The truly object-oriented approach is 
radically different as it puts the emphasis not on objects, but on abstract interfaces. Design 
begins by identifying abstract functionalities that are then encapsulated in abstract interfaces. 
Objects are derived at a later stage of the design process as instances of classes that implement 
one or more abstract interfaces. Object-oriented architectures are hierarchical in the sense that 
they are based on hierarchical class trees with abstract classes at the top of the tree and 
concrete classes at the bottom. 

Experience from other domains shows that the current object-based approach allows software 
reuse at most at the level of code fragments. Architectural reuse – which is the level where 
reuse really begins to pay off – requires the availability of mechanisms to implement 
behaviour adaptation and to support design patterns. Use of this type of mechanisms is not 
contemplated by object-based design techniques (eg. HOOD) and not possible in object-based 
languages (eg. Ada83). Object-oriented methodologies and languages by contrast provide 
mechanisms like object-composition or inheritance that are specifically designed to implement 
behaviour adaptation. Software frameworks harness their power to make software reuse at 
the architectural level easy and quick. 

4.3 The RTOS Example 

The motivation behind the project described here was a desire to investigate the applicability 
of object-oriented framework technology to a major satellite subsystem. The Attitude and 
Orbit Control System (AOCS) was selected primarily because the project team included a 
former AOCS engineer. This was important because past experience indicates that successful 
framework design requires a mixed team where both software and domain experts work 
together. The traditional separation of concerns, with the application engineer handing over a 
set of formal requirements to a software specialist, simply does not work in the case of 
frameworks. The AOCS Framework Project considered a de-centralized system where the 
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AOCS has its own dedicated processor and implements functionalities like: telecommand and 
telemetry processing, failure detection and recovery, manoeuvre execution, etc. Thus, the 
AOCS software includes much more than just control algorithms and goes well beyond what 
can be conveniently generated with the autocoding tools of simulation environments like 
Xmath or MatLab.  

Inspiration for the design of the AOCS Framework was drawn from Real Time Operating 
Systems (RTOSs) that represent a highly successful example of software framework for real-
time applications. Consider for instance task scheduling which is a typical functionality 
offered by an RTOS. Firstly, an RTOS enforces a design pattern by assuming an application to 
be made up of tasks. Secondly, the RTOS separates the management of the tasks from their 
implementation and, at least conceptually, it does this by seeing tasks only through an abstract 
interface. Finally, the RTOS provides an application-independent, and hence reusable, 
component that encapsulates the management of the scheduling functionality. Thus, the RTOS 
offers all three constructs identified in section 1 and qualifies as a framework because the 
design pattern and the abstract interfaces are introduced to model adaptability and the 
component packages the invariant part of RTOS-based applications. Figure 2 show the RTOS 
reuse model for task scheduling. 

 

RTOS Scheduler

Init

Execute
ConcreteTask_1 ConcreteTask_2

Scheduler Schedulable

0..*0..*

 
 

Fig. 2: The RTOS Reuse Model 
 

The left-hand side of the figure emphasizes the view of an RTOS scheduler as a plug-in and 
application-independent component that is customized at run-time by composition with its 
application-specific components that encapsulates the application tasks. The right-hand side 
represents the same situation in UML notation.  This analysis indicates that in an AOCS there 
is at least one functionality – task scheduling – where a framework approach improves 
reusability. Task scheduling is only one of many functionalities implemented by an AOCS 
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and it is natural to ask whether the same principles that make it reusable could be applied to 
the other AOCS functionalities. The chief achievement of the AOCS project was to show that 
this is indeed possible. 

4.4 The AOCS Framework Architecture 

The AOCS Framework design began by identifying the typical functionalities implemented by 
an AOCS: 

Telemetry Functionality (formatting and dispatching of telemetry data) − 
− 
− 

− 

− 

− 
− 
− 

Telecommand Functionality (management of telecommands) 
Failure Detection Functionality (management of checks to autonomously detect failures in 
the AOCS software) 
Failure Recovery Functionality (management of corrective measures to counteract detected 
failures) 
Controller Functionality (management of control algorithms for the control loops operated 
by the AOCS) 
Manoeuvre Functionality (management of manoeuvre like slews, wheel unloading, etc) 
Reconfiguration Functionality (management of unit reconfigurations)  
Unit Functionality (management of external sensors and actuators) 

To each functionality the reuse model of the RTOS was applied. In the case of the telemetry 
functionality, for instance, the architectural solution is as sketched below [Pas99, Pas01]. 
Objects whose state may potentially be included in telemetry are made to implement abstract 
interface Telemeterable. A telemetry manager component is then provided that manages a 
configurable list of objects of type Telemeterable and periodically goes through the list and 
asks each registered object to write its own state to the telemetry stream by calling its 
writeToTelemetry method. Figure 3 shows the resulting architecture. The behaviour 
implemented in the telemetry manager is application-independent: the component perform 
generic operations on clients that it sees as instances of the abstract type Telemeterable. All 
application-specific behaviour is concentrated in the implementation of methods defined by 
Telemeterable which must be provided by the clients of the telemetry manager. This rigid 
decoupling through an abstract interface makes it possible to reuse the telemetry manager 
across projects. In the conventional (object-based) approach, by contrast, the telemetry 
handler has to manage a set of objects of disparate types and is responsible for collecting and 
packaging the telemetry data. These tasks are obviously application-specific and hence the 
telemetry handler cannot be reused. 
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TelemetryManager

SetFormat

GetImageLength

SetFormat

GetImageLength

WriteToTelemetry WriteToTelemetry

XAxisController FineSunSensor

TelemetryManager

Telemeterable

writeToTelemetry()
getImageLength()
setFormat()

 

Fig. 3: Telemetry Management in the AOCS Framework 
 

As a second example of the framework approach to the AOCS architecture, consider the 
management of closed-loop controllers [Pas01]. The basic operations that can be performed 
upon a generic closed-loop controller are: doControl (the controller is asked to acquire 
sensor measurements and to compute and apply actuator stimuli) and isStable (the 
controller is asked to check its own stability). Such operations can be defined in a 
Controllable interface. This finally allows the construction of an application-independent 
controller manager component as shown in figure 4.  This component is configured at run-
time with a list of items of type Controllable representing the closed-loop controller it 
must manage and, whenever it is activated, it goes through the list, ask the controller to 
perform a stability check and if the check is successful it direct the controller to perform its 
allotted control action. Note how the controller manager does not act upon objects but rather 
asks objects to act upon themselves. This is typical of the framework approach. 

 

ControllerManager

doControl

Controllable* list[N];
. . .
for ( i=0; i<N; i++ ) do

if ( list[i]->isStable() )
list[i]->applyControl();

else
. . . // error situation!isStable

doControl

isStable

Core Controller Manager Code:

 

Fig. 4: Controller Management in the AOCS Framework 
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The solutions outlined above for telemetry and controller management can be seen as 
domain-specific design patterns. Analogous design patterns were provided for all 
functionalities in the AOCS. In all cases, an application-independent functionality manager 
could be identified that was separated from the application-dependent part of the software by 
an abstract interface. Figure 5 shows the structure of an AOCS application instantiated from 
the AOCS Framework as seen from two points of view. The left-hand side shows the 
functionality managers as they are configured by their functionality implementers. Note that 
the same component may configure more than one functionality manager (thus, for instance, 
a component representing the XAxisController is the a controllable item – because it 
encapsulates a closed loop controller – and a telemeterable item – because it is desired to send 
its state to the telemetry stream). This requires components to be able to implement multiple 
abstract interfaces. The right-hand view shows the framework as providing a domain-specific 
extension of the operating system in that it offers a number of functionality managers that are 
conceptually similar to operating system components in the sense that they provide an 
application-independent implementation of the management of recurring functionalities in 
the AOCS domain. 

 

FunctionalityManager_A

FunctionalityManager_C

Component_1

Component_2

     

Operating
System

Funct.
Manager 1

Funct.
Manager 2

Funct.
Manager 3

Functionality Implementers

Device Drivers

AOCS Processor

Application Layer

System Services Layer

Resource Access Services Layer

Physical Resources Layer

 

Fig. 4: Structure of an Application Instantiated from the AOCS Framework 
 

The AOCS Framework does not cover scheduling (there are, after all, very good reusable 
solutions to the scheduling problem!). The framework assumes that the AOCS application is 
periodic but does not make any other assumptions about the scheduling policy implemented 
by the AOCS applications to be instantiated from it. This decoupling of functional from 
timing aspects was achieved by introducing the active object abstraction. An active object is 
characterized by the following abstract interface: 
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The key method is run. A call to run will cause a component to perform all the actions 
associated to the current period. The decoupling of the scheduling policy from the framework 
architecture is obtained by stipulating that method run can only be called from outside the 
framework (normally by an external scheduler or by an interrupt servicing routine) and that 
active components that are also core framework components do not make any assumptions 
about the frequency with which their method run is called, about the source of the call, or 
about the relative ordering in which they are called. Whenever they are activated by a call to 
method run, they take whatever action is appropriate at the time they are called without 
regard to how recently they were last called in the past or to how soon they may expect to be 
called again in the future. This insulates them – and hence the framework – from the AOCS 
scheduling policy. All functionality managers are implemented as active components. 

4.5 The AOCS Framework Implementation 

The prototype AOCS Framework was developed in C++ for the ERC32 processor using the 
RTEMS operating system. Other object oriented languages might have been used. Ada95 was 
considered but discarded due to its poor support for multiple interface inheritance. The 
implementation took account of the real-time nature of the AOCS by ensuring that the worst 
case execution time of any code segment can be statically analyzed (for instance, no use was 
made of dynamic memory allocation or of run-time exceptions). Some design patterns 
introduce recursion but the depth of the recursion can always be bounded statically by using 
information from the framework domain. 

Use of a framework approach introduces some overheads. Since the framework was 
organized as an extension of the operating system, these overheads can be quantified. The 
memory overhead is given by the memory occupied by the functionality managers. For the 
AOCS Framework prototype this was found to be just over 60 kBytes (including both code 
and data). Since a typical AOCS application might occupy around 400-600 Kbytes, the 
framework memory overhead is around 10-15%. 

CPU overheads can be established by measuring CPU usage when the functionality managers 
run “empty” (ie. no components plugged into them). In the AOCS Framework prototype, an 
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empty cycle takes 0.2 ms with the SPARC processor running at 14 MHz. Since typical AOCS 
cycles last 100 ms or more, the framework-induced CPU overhead is nearly negligible. 

4.6 Methodological Issues 

Of the many ways in which a software artifact can be conceptualized, conventional 
methodologies privilege the view of software systems as collections of interacting objects. The 
entire development process is built around an object-centric view of the application. In the 
analysis phase, the key abstractions are identified and encapsulated in objects and design 
proceeds by breaking down these objects into lower level objects. When designing a 
framework, however, the focus of interest is on abstract interfaces and design patterns, not on 
concrete classes or components. The design process for the AOCS Framework started with the 
identification of design patterns which were then instantiated through the definition of 
abstract interfaces. In many cases, concrete components were also developed to support the 
abstractions introduced by the design patterns and their associated interfaces but this was 
always the last step in the design process and was conceptually subordinate to the definition 
of the design patterns and abstract interfaces.  

The importance accorded to design patterns and abstract interfaces in the AOCS project is 
intrinsic to any framework development process. The development of individual applications 
is normally driven by very specific needs embodied in a formal set of requirements. The key 
problem in the analysis phase is the identification of the behaviours subtended by the 
application specifications. Concrete classes become the focus of design attention because they 
are the most natural wrappers within which to encapsulate the behaviours implementations. 
The key problem in framework design, on the other hand, lies in the incorporation into its 
software of a sufficient degree of flexibility to allow it to be a basis for the instantiation of a 
vast number of different applications. Design patterns and abstract interfaces, rather than 
concrete components, are the ideal vehicles to model adaptability and this is why they acquire 
such prominence in the framework design process. 

Conventional methodologies are inadequate for framework development because they have 
no place for concepts like design patterns or behaviour adaptability. In a parallel project to the 
AOCS Framework Project, a full design methodology for software frameworks was defined 
and applied to the AOCS Framework. Highlights can be found in [Pas00, Pre01]. A complete 
description is given in [Pas02]. The main innovations of the proposed methodology are: 

System specification is made explicitly iterative. Frameworks are too abstract for their 
functionalities to be captured in advance. Instead their functionalities are discovered as the 
framework design progresses. 

− 
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A Design Phase is introduced and distinguished from the traditional Architectural Phase. In 
the design phase the organization of the software is described in terms of design patterns 
to model adaptability required by the framework hot-spots. The architecture is seen as an 
instantiation of a design.  

− 

− 

− 

Design simplification is achieved by partitioning the frameworks into Framelets. Framelets 
are groups of logically related design patterns and abstract interfaces. They are to 
frameworks what subsystems are to single applications.  

Implementation Cases were introduced to allow continuous monitoring of the framework 
design. They describe an aspect of the application instantiation process by specifying how 
a component, an architectural feature, or a functionality for an application in the 
framework domain can be implemented using the constructs offered by the framework. 
Implementation cases are to frameworks what use cases are to single applications. 

Finally, the relationship of frameworks to the ECSS-E40 standard was considered. Their 
compatibility has two aspects. Firstly, one can ask whether the development process of a 
framework can be made to adhere to the ECSS-E40 standard. Secondly, one can ask whether 
the development of an application that uses a framework can be made to adhere to the ECSS-
E40 standard. 

The answer to the second question seems positive. An analysis was made of the development 
steps prescribed by the standard to isolate those which are affected by the adoption of a 
framework approach and it was found that the actions mandated by the standard can always 
be interpreted to be compatible with a framework-based development. 

The answer to the first question is instead more complex. If one considers the ECSS-E40 in its 
“default” form, two problems arise. Firstly, the ECSS-E40 process is driven by a specific need. 
It is this need that gives rise to the system requirements from which all design decisions 
originate and to which all design constructs must be ultimately traceable. This development 
philosophy does not fit frameworks because requirements are difficult or impossible to define 
for a framework whose characteristics are progressively refined (or discovered) as its design 
proceeds. This require an iteration on the specifications as well as on the design and it 
requires the recognition of an explicit feedback link from the design phase (under the 
responsibility of the “supplier”) to the system specification phase (under the responsibility of 
the “customer”) and the ECSS-E40 standard does not really model this backward flow of 
control. Secondly, the framework development process requires a design definition phase 
separate from the architectural definition phase and it requires the handling of concepts like 
“design patterns” or “hot-spots” that are not contemplated by the ECSS-E40. The ECSS-E40 
however is a tailorable standard. Tailoring is usually understood as the waiving of selected 
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requirements but can also mean the introduction of new requirements, new life-cycles or new 
development phases. This flexibility could be exploited to address the above concerns and to 
make the standard compatible with framework development. 

More in general, the main problem in reconciling software frameworks to the ECSS-E40 and 
to conventional design methodologies is that the latter tend to see reuse exclusively in terms 
of module or code reuse. Frameworks instead recognize three levels of reuse. At the lowest 
level, they envisage code reuse by providing reusable components. At an intermediate level, 
they allow architectural reuse by offering sets of reusable interfaces, and at the highest level 
they make design reuse possible by defining design patterns that encapsulate design solutions 
that are reusable throughout a specific domain. This more articulate view of reuse is the main 
strength of software frameworks but it is also the main source of friction with established 
software development practices.  
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5 PORTING THE AOCS FRAMEWORK TO JAVA 

This section describes the second part of the work done in the AOCS Framework project. Its 
aim was to port the C++ version of the framework developed in the first part to a real-time 
version of Java. The motivation for the porting exercise is the belief that Java has the potential 
of becoming the language of choice for applications in the space domain.  

Sections 5.1 and 5.2 describe standard Java from the point of view of on-board applications. 
The emphasis is in particular on the shortcoming of the language for real-time programming. 
Section 5.3 discusses the ways in which the Java language is being extended to make it RT-
compliant. 

A more complete description of the porting exercise can be found on the project web site (see 
section 3). 

5.1 Standard Java and On-Board Applications 

The attractive features of the Java language from the point of view of on-board applications 
include: greater safety; higher productivity; built-in support for multi-tasking; built-in 
support for networking operations; support for code documentation to be performed within 
the language; a wide user base and hence lower costs; and facilities for dynamical loading of 
code.  

There are three major obstacles to the use of Java in on-board applications. The first is the 
memory and timing overheads introduced by the Java Virtual Machine or JVM. This is a 
problem because on-board systems are often memory- and CPU-constrained. The second 
obstacle is the lack of certifiable tools for developing Java applications. This is a problem 
because many on-board applications – typically the platform software – are mission-critical 
and therefore need to have very high quality levels. The final obstacle was already mentioned 
in the abstract and is the poor support offered by Java for hard real-time applications. This is a 
problem because on-board software often has hard real-time constraints (this is for instance 
the case of the data handling and attitude control software). First, a brief overview of the first 
two problems is given and then the rest of the report concentrates on the third one.  

There is general agreement that Java programs run more slowly than functionally equivalent 
programs written in languages like Fortran or C/C++ but there is much disagreement over 
the extent to which Java programs are slower. Results reported in published studies have 
slow-down factors in a range that goes from nearly acceptable values of 2-3 to clearly 
unacceptable values of 100 or more [Sch01, Mor00].  

 



 

 
 
 
www.aut.ee.ethz.ch 

 

Software Framework for the AOCS 
IFA/02/AOCS/001 
6 May 2002 
Issue 1.0 
Page 20 

 

Java is a mixed compiled and interpreted language. Java source code is compiled to an 
intermediate form, the so-called bytecodes, and the bytecodes are interpreted by the JVM. 
Interpretation of high-level code takes more time than execution of compiled machine 
language and this was the primary factor influencing the performance of Java applications 
soon after the language was introduced.  

In recent years, Just-In-Time or JIT compilation was introduced. In a JIT JVM, bytecodes are 
not directly interpreted but are compiled to machine code and then executed. Compilation is 
therefore done on-the-fly. Normally, the bytecodes associated to a method are compiled when 
the method is first executed [Kaz00]. The JIT approach has two drawbacks. Firstly, there is an 
overhead due to the compilation itself which must be performed in parallel to the normal 
application execution. This overhead is however incurred only the first time a bytecode or set 
of related bytecodes is encountered. In applications running over extended periods of time, it 
is often negligible. The second drawback is due to the fact that compilation is performed 
locally on a bytecode or method basis. Global optimization of the kind normally implemented 
by advanced off-line compilers are not possible.   

Despite these drawbacks, the latest JIT compilers deliver performances that are only 20-30% 
inferior to those of conventionally compiled languages [Boi02]. It should also be stressed that 
JIT compiler technology is comparatively new and therefore further progress is still likely. 
One of the reasons why different studies report different Java slow-down factors is precisely 
due to the variation in JIT compiler performance. As JIT compiler technology matures, the 
performance differences between C/C++ and Java due to the different execution environment 
are likely to narrow. In fact, there is at least one author [Rei00] who argues that JIT 
compilation is intrinsically more efficient than off-line compilation and that believes that Java 
might eventually overtake C/C++ because of JIT. The superiority of JIT compilation lies in the 
greater information that the JIT compiler has about the current execution profile of an 
application. This information should allow it to generate machine code that is optimized for 
the specific execution profile of the currently instantiated application.  

In a time-critical contexts, JIT compilation cannot be used because it introduces timing 
unpredictability – the time required to compile bytecodes the first time they are encountered. 
For this reason, embedded versions of Java often rely on ahead-of-time compilation where the 
Java bytecodes and the JVM are compiled to form one single executable that is then 
downloaded to the target processor. In some implementations, this type of technique can be 
reconciled with dynamic loading. In this case, the JVM becomes very similar to the run-time 
system of languages like Ada that offer built-in support for some operating system functions.  
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The general consensus [Sch01, Mor00, Boi02, Kaz00, Mor00b] is that the above techniques 
together with careful programming and use of dedicated libraries can bring the performance 
of Java to within about 50%-90% of that of C/C++ and FORTRAN. This, incidentally, is 
probably not very far from the level at which Ada95 applications are today. 

The greater memory requirements of Java applications are due to the need to accommodate 
the JVM code as well as the application code. Note that many JVMs are built on top of an OS 
and hence a full Java-based system may require both an OS and a JVM. Java bytecodes 
however are more compact than most assembler languages. Hence, the application part of a 
Java-based system will often take less space than the application code of an equivalent 
compiled application. In the case of applications that have memory requirements that are 
large with respect to those of the JVM (which typically lie between 200 and 500 kbytes), a Java 
system may actually have a smaller footprint than a conventional system. Finally, in situations 
where ahead-of-time compilation is used, suppliers usually give the user the option to 
exclude from the JVM modules that are not needed which reduces memory occupation.  

The above considerations should also be made in the context of the expanding resources 
available to on-board systems. The transition to processors like the ERC32 has increased 
resources by factors of at least one order of magnitude and hence memory and CPU concerns 
may not be very significant. 

The issue of the certifiability of Java applications is more serious. There does not seem to be 
any tradition of using Java in safety-critical applications although suppliers of JVMs for real-
time systems report that their products have already been used in mission-critical settings in 
networking and industrial automation applications. Achieving certifiability for a Java 
application may be harder to do than for comparable applications written in conventional 
languages because of the need to certify the JVM as well as the application itself. This is likely 
to be a difficult task because the complexity of a full JVM exceeds that of an ordinary run-time 
system. As already mentioned above, however, implementations of the JVM aimed at the 
embedded and real-time market usually allow JVM modules to be selectively compiled and 
bundled with the Java application code. This results in a system with a degree of complexity 
similar to that of an application written in a conventional languages. Even in such favourable 
cases, however, no efforts to achieve certifiability appear to have been undertaken. 

The final obstacle on the way to Java in on-board system is the need to make Java compatible 
with real-time requirements. This problem deserves a more articulate discussion which is 
presented in the next section 
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5.2 Standard Java for Real-Time On-Board Applications  

Unlike most mainstream languages Java includes a concurrency model. This model, however, 
stops rather short of supporting hard real-time applications. The Java language was designed 
to enforce the "write-once-run-anywhere" paradigm or WORA. The need to preserve 
compatibility with a wide variety of platforms and operating systems severely constrained the 
specification of the concurrency constructs. Their implementation within the JVM has to rely 
on services offered by the underlying operating system and the diversity of commercial 
operating systems is such that ensuring compatibility with all of them inevitably resulted in 
"weak" specification at Java language level. In fact, many operating systems in common usage 
– most notably the older versions of Unix – simply do not support real-time operation and 
would have been a very poor basis upon which to build RT-enabled Java virtual machine. 
Java applications were furthermore intended to run in a desktop/workstation environment 
shared with other (non-real-time) applications. Coexistence of real-time and non-real-time 
applications can be problematic and this too militated against giving Java real-time 
capabilities. These constraints resulted in a language that, when seen from the point of view 
of a real-time programmer, looks under-specified. Most of the basic syntactical constructs that 
one normally associates with real-time programming – in particular tasking, synchronization 
and event handling constructs – are present but their semantics is not strong enough to build 
programs with the level of determinism and timing predictability that is essential in the hard 
real-time world. 

Additionally, real-time applications need a close interaction with the hardware than is 
common in desktop applications – arguably the natural target for Java. Java is deficient in this 
respect too and its deficiency is again a consequence of its virtual machine model. In order to 
preserve WORA, Java applications are supposed to interact only with the JVM and the 
language does not offer facilities to directly manipulate memory, hardware registers or 
interrupt vectors. As a consequence, interrupt handlers and device drivers – basic elements of 
most real-time applications – are simply impossible be develop in Java. 

Finally, the presence of the garbage collector and the dynamic nature of the language make 
static analysis difficult or impossible.  

An assessment of the impact of the above shortcomings on on-board systems must start from 
the consideration that such systems usually have a simplified real-time architecture. 
Typically, on-board applications are based on cyclical non-preemptive scheduling. In some 
cases – normally on the payload side or on some semi-experimental frameworks like ESA's 
OBOSS [Obo02] – fixed priority scheduling with preemption is used but preemption is the 
exception rather than the rule. Thus, the distance between standard Java and real-time as it is 
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typically used in on-board applications is rather smaller than general discussions of real-time Java 
would suggest. Table 1 summarizes the main shortcomings of Java for real-time applications 
and, in the last column, it assess their impact on on-board systems. 

Table 1: Summary of shortcomings of standard Java for RT and their impact on on-board systems 
(OBS) 

Issue Problem Impact for OBS 

Threading Model Under-Specification: no guarantees 
about dispatching policy of ready 
threads  

High: OBS need a threading model 
that allows timing predictability 
analysis 

Intra-Thread 
Synchronization 

Missing Feature: no safe means to 
suspend a thread until a well-defined 
time in the future 

High: cyclical threads require a 
suspend_until facility 

Inter-Thread 
Synchronization 

Under-Specification: wait and notify 
facilities are present but order of 
release of notified threads is not 
specified  

Low: this type of synchronization is 
not used in on-board applications  

Access to Shared 
Resources 

Under-Specification: no priority 
inversion policy is specified for 
synchronized statement 

Medium: OBS normally do not need 
pre-emption and hence shared 
resources 

Memory Allocation Under-Specification: memory is 
allocated from the heap but allocation 
policy is not specified and could be 
non-predictable and non-deterministic 

Low: in an OBS, memory is allocated 
only during initialization and never 
during RT operation 

Garbage Collection Under-Specification: gc collection 
algorithm and its triggering conditions 
are not specified and could be non-
predictable and non-deterministic  

High: even if memory is not allocated 
dynamically, gc might be triggered at 
unpredictable times and with 
unpredictable execution durations 

HW Interrupt 
Handling 

Missing Feature: no facilities for linking 
threads or event handlers to hw 
interrupts 

High: handling of low-level hw 
interrupts important in OBS 

Asynchronous 
Event Handling 

Under-Specified: standard Java event 
model adequate if threading model 
were adequate  

Low: asynchronous event handling is 
not used in OBS 

Dynamic Class 
Loading 

Incompatibility: dynamic class loading 
disrupts timing behaviour  

Low: dynamic class loading is not 
required in OBS 

Class Initialization Under-Specification: no guarantee 
about the when classes are initialized 

High: untimely initialization can disrupt 
RT operation and undermining 
determinism 
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5.3 Approaches to Real-Time Java  

Inspection of the table above indicates that most of the inadequacies of Java for hard real-time 
stem from the weakness of its specifications, itself a consequence of the desire to keep the 
language compatible with as many operational environments as possible. Thus, one solution 
to the problem of making Java real-time is simply to develop a Java virtual machine that 
implements the real-time constructs of the Java language in a manner that allows timing 
predictability analyses to be performed and hence hard real-time applications to be 
developed. Consider for instance the problem of thread scheduling. The Java language does 
not give any guarantee about how threads of different priorities are scheduled. However, the 
language does not forbid any particular scheduling policy. A JVM developer is therefore free 
to provide an implementation that enforces a scheduling policy that is suitable for hard real-
time applications. The same approach can be followed with all other shortcomings identified 
in the previous section that are due to under-specification. The result would be a JVM that is 
compliant with the language specification but that offers some additional guarantees – 
possibly sufficient to support some of the real-time architectures identified in the previous 
section.  

Three commercial suppliers are offering RT-compliant implementations of the JVM. 
NewMonics offers PERC which is arguably the best established solution [Per02]. Esmertec 
offers a rival product called JBed with reduced functionalities and shorter heritage [Esm02]. 
Finally, aJile took a different route and developed chip that implements a RT-compatible JVM 
in hardware [Aji02]. This means that with the aJile concept, Java bytecodes are treated as a 
kind of assembler language and are directly interpreted at hardware level. Of these solutions, 
the last one is probably not relevant to on-board applications because of the difficulty of 
qualifying the aJile chip for use in space. Both the PERC and Esmertec solutions are 
potentially interesting and both have been used to develop industrial control systems with 
hard real-time constraints.  

These solutions to the real-time Java problem arise from individual suppliers deciding to 
provide more or less idiosyncratic implementations of the Java language – possibly with 
additional support packages – designed to make development of real-time programs possible. 
An alternative route to the same goal is based on a formal definition of an extension of the 
language to be agreed by a community of users [Nis99]. The first milestone on this road was 
laid in 1999 by the National Institute of Standards and Technology (NIST) that prepared a 
report on the “Requirements for Real-Time Extension for the Java Platform” [Nis99]. This 
document became the basis for two parallel efforts to produce a specification for real-time 
extension of Java. One was carried out under the aegis of Sun's Java Community Process. Its 

 



 

 
 
 
www.aut.ee.ethz.ch 

 

Software Framework for the AOCS 
IFA/02/AOCS/001 
6 May 2002 
Issue 1.0 
Page 25 

 

output is the so-called RTSJ (standing for "Real Time Specifications for Java") which were 
approved as a formal extension to the Java language in November 2001 [Rtj02]. The second set 
of specifications are being elaborated by the J Consortium that brings together a group 
industry stakeholders that are independent of Sun Microsystems [Jco00]. Its output is the 
“Core Java” specifications. 

Despite being inspired by the same set of high-level requirements, Core Java and the RTSJ 
have very different characteristics. The design of the former was driven by the desire to allow 
the development of real-time applications with speed of execution, latency and memory 
footprint comparable to those achievable in current C and C++ RTOS-based programs. The 
pursuit of run-time efficiency and small memory footprint led the J Consortium to develop a 
model of Java that is at odds with that used in the rest of the Java community. Their Core Java 
is intended to be a compiled language and compilation is not to bytecodes but directly to 
native code. Communications with Java applications running on conventional JVMs is 
possible through dedicated gateways. The Core Java execution environment is therefore best 
seen as a plug-in module to a standard JVM but Core Java also allows the development of 
stand-alone and highly optimized applications. 

The intention behind Core Java seems to be to allow programmers of hard real-time systems 
operating in memory- and CPU-constrained environment to develop their software using a 
Java-like syntax. As a result, the general language model behind Core Java is rather different 
from that of standard Java. The most notable difference is the lack of garbage collection which 
again shifts responsibility for managing memory to the programmer. For this an other 
reasons, Core Java cannot guarantee backward compatibility (i.e. there is no guarantee that a 
standard Java program will execute correctly in a Core Java environment).  

The RTSJ designers instead explicitly aimed at compatibility with the standard Java model. 
Their specifications center around the definition of APIs to allow real-time programming and 
their implementation implies a JVM with special capabilities to support them but otherwise 
identical to a conventional JVM. Both RT and non-RT threads are assumed to run within the 
same virtual machine. 

The most obvious price that the RTSJ pay for their adherence to the JVM model is run-time 
and memory penalties. Their version of RT Java – unlike that of the J Consortium – will not be 
able to compete with conventional real-time applications built around RTOSs. They will 
however be ideally suited for large-scale soft and hard real-time applications where there is a 
concern for consistency with standard Java and a desire to use standard tools and 
development environments. 
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In another difference, the RTSJ are designed to be “open” with respect to implementation. 
They define interfaces and their semantics but do not mandate specific algorithms to 
implement them. Rather, they define a framework within which such algorithms can be 
defined by the developers. Where appropriate, sensible default choices are predefined. For 
instance, the specifications do not prescribe any scheduling algorithm but instead define a 
mechanism through which users can load components implementing their own scheduling 
algorithms. In view of its popularity, fixed priority scheduling is however provided as default 
scheduling algorithm. In the interest of simplicity and compactness, Core Java tends to be 
more specific and gives less leeway to users and future implementers. 

A further crucial difference concerns the licensing model. The RTSJ were developed by an 
industrial consortium that had the backing of Sun Microsystems and that operated under the 
auspices of the Java Community Process [Sun98]. Their specifications are subject to the same 
licensing agreement as standard Java.  

At the time of writing, the RTSJ are available in final form whereas the Core Java 
specifications are still in draft form. Additionally, there is one reference implementation for 
the RTSJ specification (from TimeSys) but none yet for Core Java.  

Most observers believe that the RTSJ version of RT Java will prevail and will secure the largest 
presence in the RT Java market. There are at least three factors that point towards this 
conclusion. First and foremost, the RTSJ are better suited for soft real-time applications that 
will probably form the largest segment in the RT Java market. Secondly, they have the 
backing of Sun Microsystems and are fully integrated in the standard Java model. Finally, 
they are at a more advanced stage of development: more suppliers have announced support 
for the RTSJ than for Core Java.  

From the point of view of on-board systems, the Core Java specifications seem preferable 
because they result in more compact run-time executives which could lead to more reliable 
and more easily certifiable systems. It should, however, be stressed that both versions of RT 
Java would be capable of implementing the typical real-time architecture in use in on-board 
applications: the cyclical non-preemptive architecture and the fixed priority with preemption 
architecture.  It is also noteworthy that both versions of RT Java could support the Ravenscar 
profile [Bur98, Dob01, Pus01] which is the reference architecture for high-integrity 
applications in space. 

5.3.1 An Empirical Assessment: Porting the AOCS Framework to RT Java 

A full assessment of the suitability of Java for on-board applications will have to wait for the 
RT Java specifications to stabilize and for reliable compliant implementations to emerge. In 
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the meantime, as a way of performing a preliminary assessment, an effort was made to port 
the AOCS Framework to a version of real-time Java. 

The AOCS Framework [Pas02a, Pas02b, Pas01] was developed as an object-oriented reusable 
architecture for on-board control systems and in particular for the Attitude and Orbit Control 
System or AOCS. The AOCS Framework facilitates the development of on-board control 
applications. It is constructed as a set of plug-compatible components. The framework 
components are adaptable to allow easy matching of application requirements. The 
adaptation mechanisms are object-composition and inheritance.  

The structure of an application instantiated from the AOCS Framework is shown in figure 5. 
The framework provides a set of "functionality managers" that are best seen as domain-
specific extensions of the operating systems. The functionality managers are invariant within 
the target domain of the framework and are fully reusable. The functionality managers are 
customized to match the requirements of an individual application by combining them with 
application-specific components that form the top layer of the application. Because of its 
heavy use of object-oriented constructs, the AOCS Framework is regarded as typical of the 
kind of on-board applications that would be built in Java. 

The prototype AOCS Framework was developed under an ESA contract in C++. In 2001, ESA 
agreed to an extension of the contract to port the framework to real-time Java. The porting 
effort was partly funded under ESA contract 13776/99/NL/MV. It was started in the dept. of 
Computer Science of the University of Konstanz and was terminated in the dept. of 
Automatic Control of ETH-Zurich. The Java version of the Framework – like its C++ 
predecessor – is available together with its design documentation as public-domain software 
[Aoc02].  
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Fig. 5: Structure of Applications Instantiated from the AOCS Framework 
 

 



 

 
 
 
www.aut.ee.ethz.ch 

 

Software Framework for the AOCS 
IFA/02/AOCS/001 
6 May 2002 
Issue 1.0 
Page 28 

 

The following subsections discuss the main issues that arose during the framework porting 
exercise.  

5.3.2 RT Java Platform 

The porting exercise used as a target Esmertec's JBed running on a RPX board mounting a 
PowerPC 830 microprocessor. The Esmertec JVM was selected on the basis of a preliminary 
analysis of its suitability and because it is supplied by a Zurich-based company (the authors 
are based nearby). However, in recognition of the variety of RT Java solutions currently on the 
market and of the uncertainty about the one that will eventually prevail, the decision was 
taken to make the Java version of the framework independent of the RT aspects of the 
language. This was achieved by writing the code for all framework components in standard 
Java (i.e. no use was made of constructs or services that are specific to the real-time extension 
of the language or to the Jbed platform). Hence, the framework, although tested on JBed, is 
compatible with other real-time version of Java. 

The Jbed platform offers a nearly complete support of the JDK 1.1.8 APIs (personal edition) 
and adds to it some guarantees about real-time behaviour. In particular, it strengthens the 
Java threading model. Jbed schedules threads using a priority-based scheduling policy with a 
priority inheritance mechanism to avoid unbounded priority inversion. The more robust 
ceiling priority protocol is not provided. This makes it implementation of profiles like 
Ravenscar's impossible and generally leaves the door open to the danger of deadlocks. In 
addition to standard threads, Jbed provides a custom class Task to encapsulate threads with 
more flexible scheduling and task synchronization policies. In its current implementation, 
Task supports Earliest Deadline First scheduling but also allows the definition of periodic 
tasks. Class Task is integrated in the Java thread model because it is obtained by subclassing 
Thread.  

Jbed provides an incremental automatic garbage collector that is scheduled as a low-priority 
background task. If a real-time task makes a request for memory that cannot be satisfied, the 
garbage collector is activated with the priority of the blocked task. 

Additionally, Jbed provides a very good framework for developing device drivers in Java and 
for interfacing to the hardware. In particular, it is possible to link release of a task to reception 
of a specific interrupt. 

Experience with the Jbed platform in the AOCS Framework porting project has been mixed. 
Two major problems stand out. Firstly, the AOCS Framework adheres to a policy of never 
using dynamic memory allocation in its RT part. This policy is in place to avoid dependencies 
on garbage collector implementations that not all RT java implementations provide. The Jbed 
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documentation however does not document usage of dynamic memory allocation in the Java 
libraries and run-time services. Strict adherence to the policy of no dynamic memory 
allocation is therefore impossible. 

Secondly, the AOCS is an inherently cyclical system and most of its functionalities are usually 
implemented as periodic tasks. Additionally, in an AOCS there is a requirement that sensors 
and actuators be sampled at specific times within a cycle and hence the periodic tasks that 
control the sampling must be exactly phased Jbed supports periodic tasks1 but does not have a 
sleep_until facilities. This makes it impossible to control accurately the phase of tasks.  

5.3.3 Scheduling and Synchronization 

The framework components are designed to be used in a multi-threading environment. The 
framework components can be divided into two categories with respect to scheduling and 
synchronization issues:  

− active components, namely components that can have their own thread of execution  
− passive components, namely components that are not active  

In a typical instantiation, to each active component, a dedicated thread is associated. How the 
threads are scheduled is an instantiation issue. The active components defined by the 
framework are written to be independent of how often they are activated and of the order in 
which they are activated. This makes the framework independent of the scheduling policy.  

Operation in a multithreading environment requires the implementation of mechanisms to 
preserve data integrity. In the C++ version of the framework, this was not done because of the 
lack of support for synchronization mechanisms in C++. In the Java version of the framework, 
this is done at three levels. At the first integrity level, it is necessary to ensure that objects are 
accessed in mutual exclusion. Consider the following method call: 

 a.method();

execution of the method might change the internal state of object a and therefore this method 
call can only be guaranteed to be thread-safe if its execution is not interrupted by other 
threads that perform operations on object a. In the AOCS Framework, this objective is 
achieved by marking all methods that may be called during the operational phase 
synchronized.  

                                                      
1 But we found one bug in the Jbed kernel (version 1.2) which makes exact definition of the period of a task 
impossible. 
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At the second integrity level,  it is necessary to ensure that data that are acquired from the same 
objects through separate operations are consistent. Consider the following situation: 

      v1 = a.method1(...);  
   v2 = a.method2(...); 
   . . . // process v1 and v2 
Suppose that there is a requirement that the two return values v1 and v2 are mutually 
consistent in the sense that, while they are acquired, the state of object a is not altered. In a 
non-real-time environment, the simplest way to cope with the above problem would be for 
the processing code to clone object a and thus create an internal copy that can be processed in 
the absence of interference from other threads (NB: this approach only works if the clone 
method is implemented as a synchronized method). However, creating internal clones 
requires performing a dynamic memory allocation which is not compatible with hard real-
time constraints. Hence, the solution adopted in the framework is as follows: 

   synchronized (a) { 
        v1 = a.method1(...); 
   v2 = a.method2(...); 
   } 
    . . . // process v1 and v2 

The acquisition operations are enclosed in a synchronized block that ensures that the state of 
the object from which the data are acquired is not altered by other threads.   

At the third integrity level,  it is necessary to ensure that data acquired from several sources are 
consistent. A typical example is the processing of sensor data by the controller. Consider for 
instance a situation where a controller processes data from two different sensors and 
produces data for two different actuators. Clearly, if the sensor acquisition task is interleaved 
with the control processing task and the latter is in turn interleaved with the actuator 
commanding task, a situation may arise where the controller takes as input data that have 
been acquired from the two sensors at different times or, similarly, a situation may arise 
where the actuators receive commands that have been computed in two different cycles.  

The framework takes the view that this latter kind of integrity issues must be dealt with at 
application design level. Normally, this would be done by defining a scheduling policy that 
ensures that the tasks that produce certain data have terminated their execution before the 
task that processes those data can begin. Thus, in the example situation outlined above, one 
would assign a release time for the controller task that is later than the deadline for the sensor 
acquisition task, and a release time for the actuator commanding task that is later than the 
deadline for the controller task.  
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5.3.4 Framework Memory Model 

Automatic garbage collection is one of the strengths of Java. Garbage collection is notoriously 
difficult to reconcile with real-time behaviour. Hence, although some versions of RT Java 
(notably the RTSJ) have incorporated garbage collection service, the AOCS Framework 
assumes that no such services are available. All memory required for the framework is 
allocated during initialization and never released during real-time operation. This policy had 
already been followed in the C++ version of the framework but was harder to implement in 
the Java version for three reasons: unlike C++, Java does not allow the creation of objects on 
the stack; the standard implementation of the Java event model relies on dynamic memory 
allocation; most JVM will use dynamic memory allocation implicitly in the run-time system or 
in Java libraries. The first problem was solved by avoiding all use of object variables that are 
local to methods. The second problem was addressed by modifying the Java event model to 
avoid use of the new operator. The third problem requires use of a JVM implementation that 
documents where dynamic memory allocation is used. This was not possible in the AOCS 
Framework porting project due to limitations of the Jbed platform (see section 5.3.2).  

5.3.5 Framework Components as JavaBeans 

The AOCS Framework is a component-based framework. In the C++ version, the term 
"component" designates an object that exposes one or more interfaces and that interacts with 
its clients only through these interfaces. The framework is organized as a set of such 
components. In the Java world, component-based applications are built on the JavaBeans 
standard and the framework was translated to be organized as a set of bean components. In 
practice, this means that all framework components are transformed into Java beans and that 
as many as possible of the operations involved in instantiating a framework are represented 
as bean operations (linking event sources with event listeners and setting bean properties). 

5.3.6 Language Expressiveness 

One reason why Java is safer than C++ is that it avoids dangerous constructs. One 
consequence is that Java is less expressive than C++. During the porting exercise, this created 
a problem in only one case. The C++ version of the framework uses templates to facilitate the 
construction of container classes. In Java, templates do not exist and it was necessary to create 
a dedicated class for each type of container with a significant loss of efficiency.  
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5.3.7 Documentation 

Java includes facilities for automatically generating architectural-level documentation from 
the code (the javadoc tool). This feature was used extensively in the Java framework project 
to remove one level of documentation in the framework. 

5.4 RT Java Framework Test 

A framework is tested by using it to instantiate a prototype application within its domain. The 
RT Java Framework was tested by using it to instantiate a simple control system for a Swing 
Mass Model (SMM). The SMM is a standard laboratory equipment for testing control 
algorithms with hardware-in-the-loop. It consists of two rotating disks connected with a 
torsional spring. The objective of the control action is to control the speed and angular 
position of the right-hand disk by acting on the left-hand disk. The system actuator is the 
electric motor that drives the left-hand disk and that can control both its position and its 
angular speed. The system sensors are position and angular speed sensors on the right-hand 
disk. A second motor is available that can apply a torque to the right-hand disk to simulate 
the presence of a disturbance torque. The SMM apparatus is shown in figure 6. 

In the configuration used for the instantiation of the RT Java Framework, the SMM is used as 
a single degree of freedom system where the angular speed of the right-hand motor is used to 
control the speed of the left-hand disk. The left-hand motor is not used. 

 
Fig. 6: Swing Mass Model Apparatus 

 

The application instantiated from the AOCS Framework to control the SMM has the following 
features: 

− Two operational modes 
− Failure detection checks on the main system variables 
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− Failure recovery actions autonomously executed upon detection of failures 
− Provision of telemetry data in two different and alternating formats 
− Processing of four user telecommands 
− Capability to perform manoeuvres (activated by telecommand) to force a profile on the 

control set-point  

The total number of classes in the prototype application is 421. This includes the classes 
making up the JVM run-time system. The application-specific classes are just over 200. The 
prototype instantiation was based on four RT threads with the following functions: 

− Thread 1: periodic thread to collect and process sensor measurements (including 
implementation of failure detection and recovery algorithms and of control laws) 

− Thread 2: periodic thread to send commands to the actuators 
− Thread 3: periodic thread to send TM data to a ground station simulator 
− Thread 4: periodic thread that checks whether any telecommands have been received and, 

if so, loads them into the telecommand manager 

The period was in all cases 1 second corresponding to the control cycle of the target 
application. The first two threads run at very high priority and cannot be pre-empted. They 
only perform RT-safe operations. The bottom two threads perform RT-unsafe operations (in 
particular, they use dynamic memory allocation). For this reason, they run at lower priority 
and can be pre-empted by the first two threads. 

The memory requirement for the prototype application is 522 kBytes (data+code). Of these, 
less than 200 kBytes are for the Java run-time system. Note that, in the Jbed execution model, 
the Java class files are compiled to native code and linked to the JVM. The linker only includes 
classes and code that are actually referred to. These memory figures are therefore highly 
optimised. 

Typical timing requirements for the execution of one cycle of the four above threads are: 

− Thread 1: 10-26 ms, depending on operational conditions 
− Thread 2: 1 ms 
− Thread 3: 10-17 ms, depending on amount of TM data 
− Thread 4: 1 ms 

The processor was as a already mentioned a PowerPC 823 and the measurements were made 
when it was running at a frequency of 66 MHz. Note that there are no tools for computing the 
worst case execution times of a Java applications and the above values were derived from 
observation of a large number of measurements. 
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5.5 Conclusions 

There are three conclusions to this part of the study. The first conclusions is that standard Java 
is at present unsuitable for on-board applications primarily because of its lack of heritage in 
mission- and safety-critical applications and because it does not support real-time 
programming. In evaluating the latter point, however, it must be stressed that the real-time 
needs of on-board applications are rather limited (most on-board applications use simple 
cyclical non-preemptive scheduling) and that therefore the distance between standard Java 
and RT java is less great than general discussions of the subject implies. 

The second conclusion is based on a market survey of suppliers of Java implementations that 
showed that RT-compliant versions of Java capable of supporting the needs of on-board 
applications are already available as commercial products and that they will soon be followed 
by versions that comply with formal extensions of the language to cover real-time needs. 

The third conclusion is supported by the experience of porting the AOCS Framework to a RT 
version of Java. Within the limitations of the selected platform – Esmertec’s Jbed – the porting 
exercise was very successful. As expected, the chief benefit of the switch to Java lay in the 
possibility of making the framework code compatible with multi-threaded operation.  

On the whole, our assessment is that, once the expected implementations of RT java come on 
the market, implementation of real-time on-board applications in Java poses no major 
problem and that Java has the potential of replacing Ada as the language of choice for this 
class of implementations. 
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